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CONGESTION – TRAVEL TIME INDEX (TTI)  
 

Interstate System    Non-Interstate NHS3   
TTI 1st Quarter 2022: 1.21 ↑7.7% or 0.091  TTI 1st Quarter 2022: 1.13 ↑2.0% or 0.02 
TTI Trailing 4 Quarters: 1.23 ↑12.2% or 0.132  TTI Trailing 4 Quarters: 1.13 ↑3.8% or 0.04 
       
Transit-Significant4   All Roads   
TTI 1st Quarter 2022: 1.13 ↑1.2% or 0.01  TTI 1st Quarter 2022: 1.11 ↑1.6% or 0.02 
TTI Trailing 4 Quarters: 1.13 ↑2.9% or 0.03  TTI Trailing 4 Quarters: 1.11 ↑2.9% or 0.03 

 
1 Compared to 1st Quarter 2021; 2Compared to one year earlier;3 NHS: National Highway System. 
 
 
Figure 1 Monthly Travel Time Index for Total AM peak (6:00-10:00 am) and PM peak (3:00-7:00 pm) 

 

 
Travel Time Index (TTI), defined as the ratio of actual travel time to free-flow travel time, measures the 
intensity of congestion. The higher the index, the more congested traffic conditions it represents, e.g., 
TTI = 1.00 means free flow conditions, while TTI = 1.30 indicates the actual travel time is 30% longer 
than the free-flow travel time. 

  

Source: TPB 
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RELIABILITY – PLANNING TIME INDEX (PTI) 
 

Interstate System    Non-Interstate NHS3   
PTI 1st Quarter 2022: 1.60 ↑13.8% or 0.191  PTI 1st Quarter 2022: 1.29 ↑5.8% or 0.07 
PTI Trailing 4 Quarters: 1.61 ↑21.3% or 0.282  PTI Trailing 4 Quarters: 1.26 ↑7.6% or 0.09 
       
Transit-Significant   All Roads   
PTI 1st Quarter 2022: 1.28 ↑3.8% or 0.05  PTI 1st Quarter 2022: 1.25 ↑4.0% or 0.05 
PTI Trailing 4 Quarters: 1.26 ↑5.1% or 0.06  PTI Trailing 4 Quarters: 1.24 ↑5.4% or 0.06 

 
1 Compared to 1st Quarter 2021;2Compared to one year earlier; 3 NHS: National Highway System. 
 
 
Figure 2 Monthly Planning Time Index for Total AM peak (6:00-10:00 am) and PM peak (3:00-7:00 pm) 

 

 
Planning Time Index (PTI), defined as the ratio of 95th percentile travel time to free flow travel time, 
measures travel time reliability. The higher the index, the less reliable traffic conditions it represents, 
e.g., PTI = 1.30 means a traveler must budget 30% longer than the uncongested travel time to arrive 
on time 95% of the instances (i.e., 19 out of 20 trips).  

Source: TPB 
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TOP 10 BOTTLENECKS 

      
Rank (Last 
Quarter 
Rank) Location 

Average 
duration 

Average 
max length 
(miles) Total duration Impact factor 

1 (1)  I-95 S @ VA-123/EXIT 160  6 h 44 m 3.82 25 d 5 h 49 m 108,262 
2 (2) I-95 N @ VA-123/EXIT 160  2 h 20 m 3.92 8 d 18 h 52 m 47,007 
3 (5) DC-295 S @ CAPITOL ST  6 h 42 m 1.48 25 d 3 h 38 m 44,740 
4 (**) I-66 E @ WARREN/FAUQUIER COUNTY 

LINE 
 2 h 23 m 3.04 8 d 23 h 36 m 39,881 

5 (**) I-66 E @ I-495/EXIT 64  3 h 8 m 2.29 11 d 18 h 49 m 35,088 
6 (9) US-301 S @ MCKENDREE 

RD/CEDARVILLE RD 
 2 h 34 m 2.75 9 d 15 h 17 m 33,521 

7 (13) US-1 S @ OPITZ BLVD  2 h 2 m 3.14 7 d 14 h 56 m 31,573 
8 (20) VA-28 S @ I-66  2 h 51 m 1.73 10 d 17 h 39 m 30,607 
9 (17) GW PKY N @ I-495  3 h 1 m 1.08 11 d 8 h 48 m 28,246 
10 (36) I-395 N @ US-50/NEW YORK AVE NW  19 h 16 

m 
0.23 72 d 6 h 29 m 28,183 

**Not in the top 50 bottlenecks of the previous report. 
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Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor* 

1 I-95 S @ VA-
123/EXIT 160 

 6 h 44 m 3.82 25 d 5 h 49 m 108,262 

* The Impact Factor of a bottleneck is simply the product of the Average Duration (minutes), Average Max Length (miles) 
and the number of occurrences. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

2 I-95 N @ VA-
123/EXIT 160 

 2 h 20 m 3.92 8 d 18 h 52 m 47,007 
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Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

3 DC-295 S @ CAPITOL 
ST 

 6 h 42 m 1.48 25 d 3 h 38 m 44,740 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rank Location Average 
duration 

Average max length 
(miles) 

Total 
duration 

Impact 
factor 

4 I-66 E @ WARREN/FAUQUIER 
COUNTY LINE 

 2 h 23 m 3.04 8 d 23 h 
36 m 

39,881 

 
 
 
 
 
 

3 
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Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

5 I-66 E @ I-495/EXIT 
64 

 3 h 8 m 2.29 11 d 18 h 49 m 35,088 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

6 

US-301 S @ 
MCKENDREE 

RD/CEDARVILLE 
RD 

 2 h 34 m 2.75 9 d 15 h 17 m 33,521 

 
 
 
 
 
 
 

5 
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Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

7 US-1 S @ OPITZ BLVD  2 h 2 m 3.14 7 d 14 h 56 m 31,573 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

8 VA-28 S @ I-66  2 h 51 m 1.73 10 d 17 h 39 m 30,607 
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Rank Location Average 
duration 

Average max 
length (miles) 

Total duration Impact factor 

9 GW PKY N @ I-
495 

 3 h 1 m 1.08 11 d 8 h 48 m 28,246 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rank Location Average 
duration 

Average max 
length (miles) Total duration Impact factor 

10 I-395 N @ US-50/NEW 
YORK AVE NW 

 19 h 16 
m 

0.23 72 d 6 h 29 m 28,183 
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10 
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CONGESTION MAPS 
Figure 3. Travel Time Index during weekday 8: 00-9:00 A.M. in 1st Quarter of 2022 

  

 

 

  

Source: University of Maryland CATT Lab 
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Figure 4. Travel Time Index during weekday 5:00-6:00 P.M. in 1st Quarter of 2022 

  

 

 

  

Source: University of Maryland CATT Lab 
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2022Q1 SPOTLIGHT 
This Spotlight will be added at a later date. 


